
0 28168 (2617) 7042 (654) 3130 (291) 1761 (164)

Distance m (ft	in) 0 10 (32'	10'') 20 (65'	7'') 30 (98'	5'') 40 (131'	3'')
Diameter m (ft	in) 0 0.33 (1'	1'') 0.66 (2'	2'') 0.99 (3'	3'') 1.32 (4'	4'')

0 2496 (232) 624 (58) 277 (25.8) 156 (14.5)

Distance m (ft	in) 0 5 (16'	5'') 10 (32'	10'') 15 (49'	3'') 20 (65'	7'')
Diameter 10% m (ft	in) 0 3.93 (12'	11'') 7.87 (25'	10'') 11.80 (38'	9'') 15.73 (51'	7'')
Diameter 50% m (ft	in) 0 3.52 (11'	6'') 7.03 (23'	1'') 10.55 (34'	7'') 14.07 (46'	2'')

lux	(fc)

Axcor	Beam	300

Axcor	Profile	900-8K

	(1.9°)

Maximum	Zoom	with	Light	Frost	(42.9°	10%	-	38.8°	50%)

lux	(fc)

0 28168 (2617) 7042 (654) 3130 (291) 1761 (164)

Distance m (ft	in) 0 10 (32'	10'') 20 (65'	7'') 30 (98'	5'') 40 (131'	3'')
Diameter m (ft	in) 0 0.33 (1'	1'') 0.66 (2'	2'') 0.99 (3'	3'') 1.32 (4'	4'')

0 2496 (232) 624 (58) 277 (25.8) 156 (14.5)

Distance m (ft	in) 0 5 (16'	5'') 10 (32'	10'') 15 (49'	3'') 20 (65'	7'')
Diameter 10% m (ft	in) 0 3.93 (12'	11'') 7.87 (25'	10'') 11.80 (38'	9'') 15.73 (51'	7'')
Diameter 50% m (ft	in) 0 3.52 (11'	6'') 7.03 (23'	1'') 10.55 (34'	7'') 14.07 (46'	2'')

lux	(fc)

Axcor	Beam	300

Axcor	Profile	900-8K

	(1.9°)

Maximum	Zoom	with	Light	Frost	(42.9°	10%	-	38.8°	50%)

lux	(fc)

AXCOR BEAM 300 (appena acceso)
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Illuminance	Distribu6on	AXCOR	BEAM	300			


