
CHALICE 70W LED DOWNLIGHT 
The Chalice 70 pendant LED downlight follows the Altman Lighting tradition 
of lighting quality. Designed specifically for the demands of theaters, church-
es and public venues, the Chalice 70 is a 70 Watt White LED pendant fixture 
that is an energy-efficient solution to general lighting needs.

The Chalice 70 addresses and alleviates the typical maintenance routines of 
changing lamps and ballasts in difficult-to-access locations. The Chalice 70 
uses a single-point source for optimal beam control, and offers a variety of 
reflector options for ceiling heights from 10 to 50 feet. Its powerful and clean 
non-pixelated and non-granulated output blends to seamless coverage in the 
most elegant setting.

Extremely smooth dimming reproduces the comfortable feel of traditional 
incandescent sources, at a fraction of the power consumption. Either Mains 
Dimmable or DMX control allows each fixture to be controlled via an existing 
dimming system or from an architectural control system and/or directly from
a theatrical control console.

Product Features:Product Features:

• 70W LED Driver
• 7076 maximum lumens
• 7 interchangeable reflectors
• CCT options 2700K, 3000K, 4000K, or 5000K
• 40° swivel ball ceiling mount
• DMX or Mains (line voltage) dimmable
• Push button DMX addressing and RDM compatible
• DMX pass-through
• Single channel high resolution DMX
• Selectable actions on loss of control signal (for DMX 

models only)
• High and Low trim settings
• Available in white, black, or custom colors
• cETLus and CE listed for indoor applications
• Made in the USA
• Five (5) year and one (1) day warranty 
• No cost technical support for the life of your product

Made in the USA

Chalice 70W LED Pendant 
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Note: all photometrics above including published IES files have been taken with the DMX version of this product. The output on 
the mains dim version may vary depending upon the connected dimming systems efficiency.
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Chalice Cooling Reference
PART NUMBER MODEL COOLING

CDP50-*-**-*** Chalice 50 Pendant

ConvectionCDR50-*-**-*** Chalice 50 Recessed

CDA50-*-**-*** Chalice 50 Aircraft Cable

CDP70-*-**-*** Chalice 70 Pendant

Mains-Dim version has driver fan.

CDR70-*-**-*** Chalice 70 Recessed

CDA70-*-**-*** Chalice 70 Aircraft Cable

CDW70-*-**-*** Chalice 70 Wall

CDY70-*-**-*** Chalice 70 Yoke

CDP100-*-**-*** Chalice 100 Pendant

Convection

CDR100-*-**-*** Chalice 100 Recessed

CDA100-*-**-*** Chalice 100 Aircraft Cable

CDW100-*-**-*** Chalice 100 Wall

CDY100-*-**-*** Chalice 100 Yoke

CDP150-*-**-*** Chalice 150 Pendant DMX - Convection / Mains-Dim - Driver Fan

CDR150-*-**-*** Chalice 150 Recessed Overall fixture fan

CDA150-*-**-*** Chalice 150 Aircraft Cable DMX - Convection / Mains-Dim - Driver Fan

CDW150-*-**-*** Chalice 150 Wall DMX - Convection / Mains-Dim - Driver Fan

CDY150-*-**-*** Chalice 150 Yoke DMX - Convection / Mains-Dim - Driver Fan
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Specifications
Materials:Materials:

Control:Control:
Light Engine:Light Engine:

Lumens:Lumens:
Rated LED Life:Rated LED Life:
Input Voltage:Input Voltage:
Watts:Watts:
Current Draw: Current Draw: 

Power FactorPower Factor

Current InrushCurrent Inrush
Quiescent LoadQuiescent Load
LED Engine Cooling:LED Engine Cooling:
Environment:Environment:

Weight:Weight:
Body Color:Body Color:
Compliance:Compliance:
Warranty:Warranty:
Support:Support:

Ordering Information
ModelModel

Accessories
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Corrosion-resistant materials and 
hardware
Mains dimmable or DMX/RDM
70W LED Array - Available in 2700K, 
3000K, 4000K, or 5000K
7076 maximum.
Array rating >50,000 hours to L70
100-277 VAC 50/60 Hz
70
.58A at 120VAC / .3A at 230VAC
Mains Dimmable Models: 1.01A 
@120VAC / 0.50A @ 240VAC
> 0.92 @ Full Load (Mains Dimmable > 0.92 @ Full Load (Mains Dimmable 
Models)Models)
15Apk Max 1/2 cycle @230VAC 15Apk Max 1/2 cycle @230VAC 
3.1 Watts (DMX Models Only)3.1 Watts (DMX Models Only)
(Mains Dimmable Models)(Mains Dimmable Models)
Convection, passiveConvection, passive
0 - 40°C (32 - 104°F) with humidity of 0 - 40°C (32 - 104°F) with humidity of 
5-95% non-condensing)5-95% non-condensing)
28.25 lbs. (12.81 kgs.)28.25 lbs. (12.81 kgs.)
cETLus and CE listed for indoor usecETLus and CE listed for indoor use
Five (5) years and One (1) dayFive (5) years and One (1) day
Supported Forever - free phone and Supported Forever - free phone and 
online tech support for the life of your online tech support for the life of your 
product.product.

Please note that noise levels on mains dim luminaries
are subject to the dimming/switching systems in which they 
are wired. Electrical systems displaying harmonics may 
increase the audible noise output from the luminaire.

IMPORTANT! For fixtures that are mains dim controlled, 
do not connect more than four (4) luminaires to the same 
dimmer. Connecting more than four luminaires to the same 
dimmer will result in undesired low-end dimmer response. 
Note: dimmer must be sized appropriately to handle the 
luminaire load.

CDA70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)CDA70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)
CDA70 Chalice Pendant Aircraft Cable LED Luminaire*

19-F1337919-F13379
19-F1338019-F13380
19-F1332519-F13325
19-F1338119-F13381
19-F1340119-F13401
19-F1340219-F13402
19-F1383819-F13838
510510
99-C545-S-*99-C545-S-*
70-398070-3980

61-026561-0265

CDP-STEM-72CDP-STEM-72

20 Degree Narrow Spot Reflector
29 Degree Spot Reflector
39 Degree Narrow Flood Reflector
46 Degree Medium Flood Reflector
51 Degree Wide Flood Reflector
64 Degree Very Wide Flood Reflector
91 Degree Extra Wide Flood Reflector
Malleable Iron Pipe Clamp
Ball Mount Assembly
Aircraft Cable Suspension Assembly (natural 
silver only)
RAD (Remote Authorization Device) for remotely
addressing fixtures via RDM
72” stem length addition**

Notes:
* Mounting: Maximum length for Aircraft cable = 20’-0” (6.1 m)
** Mounting: Minimum length of Pendant = 6”(152mm). Custom 
stem lengths available. Consult factory before ordering.
***Consult factory before ordering.
****Mains Dimmable models available in 120VAC or 220VAC 
only.

Notes: * For these optional accessories, specify color Black (B), 
White (W) or Custom (C). For custom colors, consult factory 
before ordering.
** Added 72” stem length including 3/8” IPS Coupler, & 72” of 
added wiring. Maximum of 364” which is 4 stem additions per 
fixture.

ModelModel
CDP70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)CDP70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)

CDP70 Chalice Pendant LED Luminaire**

ModelModel
CDY70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)CDY70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)

CDY70 Chalice Yoke Mount LED Luminaire

ModelModel
CDW70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)CDW70-(LED ARRAY)-(BODY COLOR)-(CONTROL)- (VOLTAGE)

CDP70 Chalice Wall Mount LED Luminaire

LED Array:LED Array:
Body Color:Body Color:
Control:Control:
Voltage:Voltage:

2K (2700K), 3K (3000K), 4K (4000K) or 5K (5000K)2K (2700K), 3K (3000K), 4K (4000K) or 5K (5000K)
Black (B) or White (W) or Custom (C)***Black (B) or White (W) or Custom (C)***
DMX Control (D) or Mains Dimmable (M)****DMX Control (D) or Mains Dimmable (M)****
120 (120VAC), 220 (220VAC), or 277 (277VAC)120 (120VAC), 220 (220VAC), or 277 (277VAC)

PART NUMBER MODEL COOLING

CDP70-*-**-*** Chalice 70
Pendant

Convection

CDA70-*-**-*** Chalice 70
Aircraft Cable

Convection

CDW70-*-**-*** Chalice 70 Wall Convection

CDY70-*-**-*** Chalice 70 Yoke Convection


