
Astera LED Technology GmbH | Stahlgruberring 36 | 81829 Munich - Germany | +49 (0) 89 21 55 225 31 | www.astera-led.com

AX1 power distribution for AX1 charging case. Can also be used 
outside the case.

Compatible with:
AX1 PixelTube D
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SPECIFICATIONS

DATASHEET

Order Code EU AX1-CHB-EU
Order Code US AX1-CHB-US
Order Code UK AX1-CHB-UK
Order Code CH AX1-CHB-CH
Order Code AU AX1-CHB-AU
Input 90~260VAC
Input Current 4.4A@115VAC, 3A@230VAC
Output 8 x 48V/0.5A
Outout Connectors 8 x DC Barrel 5.5/2.1mm
Thread for hanging 3/8“ thread (can be turned into a 1/2“ hole)
Dimensions (mm/inch) 305 x 49.2 x 110 / 12 x 1.94 x 4.3
Weight (kg/lbs) 1.72 / 3.8
Material Aluminium

DRAWINGS

In the box

ChargingBox in the set

 5
.5

m
m

 125mm
 321mm 

 8
0.

5m
m

 

 9
0.

7m
m

 

3/
8“

 th
re

ad
 (c

an
 b

e
tu

rn
ed

 in
to

 a
 1/

2“
 h

ol
e)

1 x Power supply box
8 x DC power cords
1 x PowerCon True1 AC cable


