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Main Features

• 300W, 12V LED driver 
• 3x outputs 
• Outdoor rated, IP67 
• Constant voltage output 
• Short circuit and overload protection 
• Low heat emission 
• High efficiency, reliability, and long life 
• Shell material: aluminum alloy 
• Meets CE safety standards

Komply-POW-300

Overview

Waterproof electronic 
LED driver

IP67 rated

Warranty

2-year limited warranty

Weight & Dimensions

8.45 x 5.68 x 2.57” (214 
x 144 x 65 mm)

Weight: 5.5 lbs (2.5 kg)

Thermal

-40° to 158°F (-40 to 
70°C)

Low heat emission

With Komply™ LED ribbon, you’ll need to give it power, and 
our Komply™ POW300 is the perfect match. It is a 300W, 12V 
IP67 waterproof electronic LED driver that offers a constant 
current, and provides economical and dependable operation. It 
features 90-130VAC, 50/60HZ input voltage with 3x separate 
12V outputs.

And of course, it is backed by a 2-year warranty!

Power + Current

Operating Voltage: 90-
130VAC, 50-60 Hz

Rated Power: 300W

Input: 2.5A

Outputs: 12V DC @ 25A

Driver Comparison:

Model POW-150 POW-300

DC Voltage 12V 12V

Outputs 2 3

Output Current 12.5A 25A

Current Range 0~12.5A 0~25A

Rated Power 150W 300W

Voltage Range 90-130VAC 90-130VAC

Frequency Range 50-60 Hz 50-60 Hz

Input Current 1.8A 2.5A

IP Rating IP67 IP67

Short circut protection Yes Yes

Overload protection Yes Yes

EMC Test Standards:

EN55015:2006; EN61547:1995+1A:2000; EN61000-3-2:2006; EN61000-3-
3:1995+A2:2005; EN61374-1:2001; EN61347-2-13:2006


