
VISION.NET
CONTROL STATIONS

Strand VISION.NET are designed to control architectural lighting by distributing both 
power and intelligence. The system provides processing power and control at each 
respective station, eliminating the need for a central processor. VISION.NET provide 
individual control of up to 16 sliders or up to 35 buttons per station. Combinations of 
sliders and buttons can be confi gured as well. A single gang faceplate can have up to 
8 buttons or 3 sliders (with a Grand Master). 



VISION.NET
CONTROL STATIONS
FEATURES

• All station buttons and faders are fully programmable

• All stations include integrated processors and may operate as  stand-alone 

systems

• Station set up and confi guration is simple

• Confi guration software can upload and download station set-up data

• Commands include (but are not limited to): 

 - Raise/lower 

 - Preset 

 - Toggle on/off 

 - Smart commands allow multiple system commands to be executed from a 

single button press

• All keypads feature programmable backlighting 

• Custom-confi gurable button and slider stations



VISION.NET
CONTROL STATIONS
POWER

Supply voltage 18–26VDC

Current 20mA

DATA

Communications
Strand Vision.net protocol (SVN/485)
Vision.net 4-Wire Digital LAN
Contact Closure

PHYSICALS

Appearance Screwless faceplate, backlit engraveable keycaps

Construction Injection molded engineering plastic

ENVIRONMENT °C °F

Storage temp 25–85 77–185

Operating temp 0–40 32–104

Relative humidity 30–90% non-condensing

DIMENSIONS (H x W x D) mm in

63303 114 x 165 x 64 4.5 x 6.5 x 2.5

63306 114 x 210 x 64 4.5 x 8.25 x 2.5

63309 114 x 210 x 64 4.5 x 8.27 x 2.5

63312 114 x 298 x 64 4.5 x 11.75 x 2.5

63315 114 x 254 x 64 4.5 x 10 x 2.5

63321 114 x 70 x 64 4.5 x 2.75 x 2.5

WEIGHT kg lb

Net weight 0.09 0.2

WARRANTY AND APPROBATIONS

Warranty 2 year limited

Approvals / listings Conforms to EN60950, EMC: EN55032, CISPR 32
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EXAMPLE 1-GANG WIRING

EXAMPLE 3-GANG WIRING



VISION.NET
CONTROL STATIONS

© 2019 Signify Holding. All rights reserved.
All trademarks are owned by Signify Holding or their respective owners. The information provided herein is subject 
to change, without notice. Signify does not give any representation or warranty as to the accuracy or completeness 
of the  information included herein and shall not be liable for any action in reliance thereon. The information 
presented in this  document is not intended as any commercial offer and does not form part of any quotation 
or contract, unless otherwise agreed by Signify. Data subject to change. 

Ref: 63303-100-00

WWW.STRANDLIGHTING.COM

PRE-POPULATED STANDARD STATIONS ORDER CODE

VISION.NET slider station, 3 channel & master, 6 presets, 2-gang 63303

VISION.NET slider station, 6 channel & master, 6 presets, 4-gang 63306

VISION.NET slider station, 9 channel & master, 6 presets, 4-gang 63309

VISION.NET slider station, 12 channel & master, 7 presets, 5-gang 63312

VISION.NET slider station, 15 channel & master, 7 presets, 5-gang 63315

VISION.NET push button station, 1 button, 1-gang 63321

CUSTOM STATIONS ORDER CODE

Custom VISION.NET station 63398

VISION.NET push button station, 2 button, 1-gang 63322

VISION.NET push button station with IR, 4 button, 1-gang 63324

VISION.NET push button station with IR, 8 button, 1-gang 63328

COVERS ORDER CODE

1-gang locking smoked gray Plexiglas cover 66701

2-gang locking smoked gray Plexiglas cover 66702

3-gang locking smoked gray Plexiglas cover 66704

4-gang locking smoked gray Plexiglas cover 66705

5-gang locking smoked gray Plexiglas cover 66706

NOTE: VISION.NET stations may be custom confi gured for your facility by indicating the number of 
buttons or sliders that are required in each gang position.

NOTE: Portable button stations numbers as shown above plus PM designator


