
The receiver's 6000 mAh Lithium Polymer
battery delivers up to 40 hours of continuous
audio streaming for extended use and
reduced charging frequency. 

Ultra-low latency provides good lip-sync, and
the audio quality is consistent with Pro AV
products and equal to or better than other
assistive technologies. 

Battery Longevity. Up to 40 hours of continuous audio streaming.* 
New Mobile device. The only new mobile device dedicated solely for assistive listening. 
Large display. Large 6.8" full HD+ Infinity display
ADA Compliant. Meets ADA hearing compliance for a dedicated assistive listening device.
Bluetooth®-Enabled. Streams audio to Bluetooth-enabled headphones, speakers, and
hearing aid telecoils when used with Williams AV neckloop.
Compatible with Williams AV Wi-Fi Transmitters. WaveCAST, WaveCAST C and WaveCAST 8,
FM+ and FM+C, and IR+ transmitters.

Key Features

View the WAV Pro Wi-Fi Receiver at bit.ly/WF-R2
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WAV Pro Wi-Fi Receiver

Discover exceptional audio quality with the
easy-to-use WAV Pro Wi-Fi Receiver. The
WAV Pro audio receiver uses a new mobile
device designed to be a dedicated assistive
listening device to meet ADA requirements. 

The large 6.8” full HD+ Infinity display
provides easier readability for administrators
during setup and for end-users to select
channels and other settings. 

Assistive Listening
Performances 
Presentations

Applications 
Houses of Worship
Cinemas and Theaters
Conference Venues / Auditoriums 
Universities

Markets

REAL-TIME AUDIO WI-FI RECEIVER 

(*Under normal use conditions)
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Product Specifications: WAV Pro Wi-Fi Receiver 

Dimensions 3.01" W x 0.35" D x 6.61" H (76.5 mm x 8.9 mm x 168 mm)

Weight 7.12oz (202g) weight without the Williams AV Case

Display
6.8" Full HD+ Infinity dot touchscreen
1080 x 2460 Resolution, 396ppi

Headphone Jack 3.5mm (1/8") stereo headphone jack

Bluetooth 5.0

Battery
6,000mAh Lithium Polymer (Li-Po), non removeable

Battery Runtime Up to 40 hours of continuous audio streaming under normal use conditions.

Charging
Adapter

USB Type C for power and charging

Approvals
CE, FCC, WEEE, CB Scheme, UK CA, RoHS3. 
RCM and IC - Pending

Warranty 2-year receiver and 1-year battery


