
FREQUENCY RESPONSE

AMPLIFIER POWER

DRIVER

ENCLOSURE MATERIAL

ENCLOSURE TYPE

INPUTS

OUTPUTS

GRILLE

COLOR OPTIONS

DIMENSIONS

CUTOUT DIMENSIONS

WEIGHT

SHIPPING WEIGHT

INCLUDED ACCESSORIES

OPTIONAL ACCESSORIES

REGULATORY - CE

RoHS

24 - 160 Hz

350 W Continuous, 700 W Peak

10” ultra thin Mica-Graphite Polyproplene with NBR Surround

MDF with an Extruded Aluminum Mounting System

Sealed Passive Radiator

Wire Leads

N/A

White Powder-Coated Glavanized  Grille)

White, Paintable

23.50” H  x 14.00” H x 3.90” D

22.375” H x 13.00” W

40.0 lbs

44.0 lbs

N/A

N/A

Approved

Approved

IW210 PRODUCT SPECIFICATIONS

IW210
10” In-Wall Subwoofer

Description:
The IW210 is a dual 10” in-wall sub with an integrated, 
sealed back box. Easily installed post-construction due 
to its small size, the IW210 also ships with a magnetic, 
no-bezel, paintable grille. The positive clamping system 
isolates the subwoofer from the substrate, greatly 
reducing the transfer of vibration.

Features:
• Retro-fit compatible
• Magnetic, no-bezel and paintable grille 
• Patented Positive clamping system mitigates 

transfer of vibration 
• Integrated, sealed back box

Applications:
The IW210 is designed for home audio use.  

Warranty Information:
The IW210 comes with a limited ten (10) year 
warranty. Products not sold through an authorized 
dealer/distributor will not be supported by the factory 
warranty. Warranties are non-transferable.
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